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DESCRIPTION

1 and 2 CHANNELS CONVERTER

Pt 1000 - RTD &K

OUTPUT 4/20mA.
LOW COST

CONVERTIDOR PT1000 / 4-20mA (pasivo)
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Ref. PTMlL 40 ov
[Entrada PT1000 Rango c ]
Sa“da 4/20mA pasiva, autoalimentada (2 hilos) c €
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ertidor PTMIL / 4-20mA

PTMIL40

Signal converter for PT1000 probes, to a proportional 4/20mA signal. The output is linearized with the

temperature.

Can be adjusted with the SPAN and ZERO independently.
The converter cames in @ modular box that fits in DIN EN rails.

OUTPUT
- Standard volt 2 Wi 24 VDC (16..30V
TECHNICAL CHARACT. andard voltage (2 wires) (16.30)
- Load impedance (24V) max. 600 Ohm
- Supply voltage 230 VAC (+/-10%) O 24 VDC (+/-10%) - Max. current (open probe) 25 mA
- Working Temp. -10°... +60° C ~Thermal drift 0.5UA °C
- Storage Temp. -40/+80°C - Protection against polarity error
- Temp. coefficent 50 ppm /°C
- Max linearity compensation error <0,08% Electromagnetic Compatibility 2004 / 108 / CE
- Impedance in the compensation wire 0,1% cada 10 Ohm Low voltage for amb. industrial 2006/95/CEE
. . Electromaygnetic emissions UNE-EN 50081-2
- Warm up time 5 min.
Eloctromagi etic immunity UNE-EN 50082-2
Wacte electronics(WEEE) 2002 /96 / CE
DIMENSIONS (mm) MECHANICAL CHARACTERISTICS
Protection: IP 20
45 82 15 225 —
< g | . Connection wire: <2,5 mm, 12 AWG
‘ Box: Polyamide UL94. V2
CONVERTIDOR PT1000 / 4-20mA (p ivo) Welg ht n‘aX 120 gr
2| [|lv 22V +v1 ] .
2 iii ‘ '>7 2 = Rail: EN 50035, EN 50022
"o Re &mb ~
[Sallda mmmmmmmmmmmmmmmmmmmmmmm (2 hilos) ) ] c€ 102 MODELS
OUTPUT 24VDC 230VAC
4 [ 20mA (*) PTMIL40 PTMIL42
— (2 channels) PTMIL40-DUO
"‘_I—Q v — Pt1000 inc.(*) PTMILA40i PTMILA42i
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PTMIL40 . CONNECTIONS ( Self-supplied. 6..32VDC, in the output)
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-PTMIL2wires
-PTMIL3wires

CONVERTIDOR PT1000 / 4-20mA (pasivo)
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[Entrada PT1000 Rango c

Salida  4/20mA pasiva, autoalimentada (2 hilos)

)
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4/20mA

1 CHANNEL ISOLATOR

1 CHANNEL CONVERTER PT1MIL

Zem@‘—@—@‘smn PTMIL40
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C € onvertidor PTMIL / 4-20mA
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PTMIL40

PTMIL40-DUO . CONNECTIONS ( Self-supplied. 6 ..32VDC, in the output) oo

-PTMIL2wires
-PTMIL3wires @

2 CHANNEL CONVERTER PT1MIL
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Span Zero PTMILAODUOS .
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2 CHANNEL ISOLATOR

6|1-g PTMIL40-DUO
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CONVERTIDOR 2 CANALES PT1000

+V1

Entradas IN1, IN-2: PT1000 -50/+200°C
Salidas out1, out2:  4/20mA pasivas, autoalimentadas
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